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Technical data

Capacity

Drum diameter

Drum depth

Drum volume

Load diameter

Wash speed

Low speed

G Factor

Noise

1640

1000

1150

2

mm

mm

mm

m³

81 litri

97 litri

380 litri

5 cm

8 cm

431 kg

390 kg

Weights and packing dimensio

Height

Width

Depth

Volum

Gross weight

Net weight

Water consumpt

Total consumption

Low level

High level

3 x 5000

14

4,5

kg

bar

Electrical heating

Heating element

Steam heating

Steam consumption*

Max pressure***

* Cycle B - ISO 9398

W

*** Optional 10 bar

** Percentage on installed power

5Heating leaks from the 
structure**

%

8Consumption* kWh

1 - Cold water inlet 3/4" - Press 0,5 ÷ 10 bar

2 - Hot water inlet 3/4" - Press 0,5 ÷ 10 bar

3 - Steam inlet 3/4"

4 - Drain Ø50 mm

5 - Bleed

6 - Electrical power

7 - External connections

8 - Fuse

DISTANCE BETWEEN 
FIXING BOLTS

BETON BASE

FRONT

Power and absorptions

Heating Supply Total power Absorption

A27kW17Elettrico 3ph 400V+N

A47kW17Elettrico 3ph 230V

A80kW17Elettrico 1ph 230V

A-kW-Vapore/Hot Water 3ph 400V+N

A5kW1,5Vapore/Hot Water 3ph 230V

A5kW1,5Vapore/Hot Water 1ph 230V

Specifications and technical data are subject to modification without notice.
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